INTRODUCTION
The earthquake information in this publication supplements that published in the NEIS (National Earthquake Information Service) publications, PDE ("Preliminary Determination of Epicenters") and "Preliminary Determination of Epicenters, Monthly Listing," to the extent of providing detailed felt and intensity data, as well as isoseismal maps for U.S. earthquakes. The purpose is to provide a complete listing of macroseismic effects of earthquakes, which can be used in risk studies, nuclear power plant site evaluations, seismicity studies, and answering inquiries by the public. This publication contains two major sections. The first (table 1) is a tabular listing of earthquakes in chronological order by State, consisting of the following basic information: date, origin time, hypocenter, magnitude, maximum intensity, and computational source of the hypocenter. The second section consists of three maps and table 2, which lists detailed intensity information. The list of earthquakes in table 1 was compiled from those located in the United States or off the coasts that were published in the TDK; from hypocenters in California above magnitude 3.0, supplied by California Institute of Technology, Pasadena, the University of California, Berkeley, and other offices of the U.S. Geological Survey; from hypocenters in Hawaii supplied by the Hawaiian Volcano Observatory; and from any others that were felt or that caused damage, regardless of magnitude or availability of a hypocenter.
Known or suspected explosions are also listed.
The intensities and macroseismic data were compiled from information obtained through questionnaires, from newspaper articles, and with the cooperation of other Government agencies, State institutions, local organizations, and individuals. (See "Acknowledgments" for a list of collaborators.) Figure 1 is the questionnaire in current use by the NEIS. Other versions of this questionnaire are used by State agencies, engineering firms, and other Government agencies to collect intensity data.
Anyone wishing to submit felt or damage information on earthquakes for inclusion in future reports should send it to the National Earthquake Information Service, Stop 967, Box 25046, Denver Federal Center, Denver, CO 80225. Copies of the current "Earthquake Report" questionnaire can be obtained at this address.
The primary method used by the NEIS to collect macroseismic information is a questionnaire canvass using the "Earthquake Report" forms, which are mailed to postmasters in the area affected by the earthquake. The postmasters complete the forms and return them to the NEIS, where they are evaluated and an intensity value is assigned. a degree or less, depending on their continental or oceanic location. The oceanic hypocenters are less .accurate than those on the continent, even though both are listed to two decimals. Depths are listed to the nearest whole kilometer. are maps summarizing the earthquake activity for the conterminous United States, Alaska, and Hawaii for the period January-March 1977.
The magnitudes plotted in these figures are based on ML or mbLg; if neither was computed, then on MS; and finally on mb, when it was the only magnitude computed.
The magnitude values listed in tables 1 and 2 were furnished by cooperating institutions or determined by the NEIS. The computational sources are labeled according to the assigned letter codes shown in headnotes to tables 1 and 2; the letter follows the value listed under the column heading "Magnitude." In table 1 the absence of a letter code indicates that the NEIS is the source. In table 2 the magnitude source is the same as the location source unless indicated otherwise, by an alphabetic character to the right of the magnitude value.
The magnitude values calculated by the NEIS are based on the following formulas:
as adopted by the International Association of Seismology and Physics of the Earth's Interior (IASPEI; Bath, 1966, p. 153) , where A is the maximum horizontal surface-wave ground amplitude, in micrometers; T is the period, in seconds, and 18<T<22; and D is the distance, in geocentric degrees (station to epicenter), and 20°£D£160°. No depth correction is made for depths less than 50 km.
as defined by Gutenberg and Richter (1956) , except that T, the period in seconds, is restricted to O.K1X3.0, and A, the ground amplitude in micrometers, is not necessarily the maximum of the P-wave group. Q is a function of distance D and depth h, where D>5 0 . as defined by Richter (1958, p. 340) , where A is the maximum trace amplitude in millimeters, written by a Wood-Anderson torsion seismometer, and log A0 is a standard value as a function of distance, where the distance is £600 km. ML values are also calculated from other seismometers by conversion of recorded ground motion to the expected response of the torsion seismometer. 
as proposed by Nuttli (1973) , where A/T is expressed in micrometers per second, calculated from the vertical-component 1-second Lg waves, and D is the distance in geocentric degrees.
All of the intensity values (indicated by Roman numerals) listed in this summary were derived, using the Modified Mercalli Intensity Scale of 1931 (Wood and Neumann, 1931) shown below, from the evaluation of "Earthquake Report" forms; from field reports by U.S. Geological Survey personnel, engineering firms, or universities; and from detailed macroseismic data communicated to the NEIS by people in the area affected by the earthquake. All earthquake reports received which contain minimal information are assigned an Intensity II. These reports are filed in the offices of the NEIS or in government archives and are available for detailed study.
MODIFIED MERCALLI INTENSITY SCALE OF 1931
Adapted from Sieberg's Mercalli-Cancani scale, modified and condensed. Shifted sand and mud horizontally on beaches and flat land. Changed level of water in wells.
Threw water on banks of canals, lakes, rivers, etc. Damage serious to dams, dikes, embankments.
Severe to well-built wooden structures and bridges, some destroyed. Developed dangerous cracks in excellent brick walls.
Destroyed most masonry and frame structures, also their foundations. Bent railroad rails slightly. Tore apart, or crushed endwise, pipe lines buried in earth.
Open cracks and broad wavy folds in cement pavements and asphalt road surfaces.
XI. Disturbances in ground many and widespread, varying with ground material. Broad fissures, earth slumps, and land slips in soft, wet ground. Ejected water in large amounts charged with sand and mud. Caused sea-waves ("tidal" waves) of significant magnitude.
Damage severe to wood-frame structures, especially near shock centers. Great to dams, dikes, embankments often for long distances.
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